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DESCRIPTION
Solid Surface Basin
Solid Surface Basin (TAS)
Solid Surface Top Cover
Front Panel
Drain Assembly
Infrared Actuator Housing
Piezo
Pneumatic
Electronic Valve Assembly
Pneumatic Valve Assembly
Pedestal (Standard)
Power Supply
Hardware Kit

  PART#
802202-XX
802202T-XX
802203-XX
800334-XX
380279B
802106-2I
802106-2E
802106-2P
802105-2E
802105-2P
802200-2FL
800137B
801125

PARTS LIST
 Replacement Part Numbers

                       *XX REPRESENTS THE WASH FOUNTAIN COLOR
WHITE GRANITE= WG
SAND STONE= SS
GRAY GRANITE= GG
BLACK GRANITE= BG
SEA GREEN= SG
NOCTURNAL BLUE= NB
RED CORAL= RC
GLACIER WHITE= GW
BONE= B
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HARDWARE
Identification Chart
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Aquasurf® Solid Surface Products are a homogeneous blend of resins, mineral filler and colorant
manufactured for panels, molded and/or shaped products and components.  Aquasurf® Solid Surface
products provide a luxurious appearance with the durability of stain proof, impact  resistant, burn
resistant material with ease of  maintenance and cleaning.

Willoughby Industries, Inc. warrants to commercial and institutional purchasers only that each unit will
be free from defects in workmanship and materials under normal use and service upon the following
terms and conditions.  The period during which Aquasurf® components are warranted as follows:

1. Aquasurf® solid surface components are warranted for 2 years from date of shipment.

2. All other components warranted for 1 year from date of shipment.

This warranty does not cover installation or any other labor charges and does not apply to any com-
ponents damaged by accident, abuse, improper installation or improper maintenance.  This warranty
does not cover any installation that did not comply with national, state and local building, plumbing, or
electrical codes.  The warranty is limited to replacing or repairing at Willoughbys option, transporta-
tion charges prepaid by the purchaser, any Aquasurf® component or part which upon our inspection
shall be deemed as defective within the limitations of this warranty.  The replacement or repair of
defective units as stated in this warranty shall constitute the sole remedy of the purchaser and the
sole liability of Willoughby Industries, Inc.  Willoughby Industries, Inc. shall not otherwise be liable
under any indirect damages caused by defects in the repair or replacement thereof.

This warranty only extends to commercial and institutional purchasers and does not extend to any
others, including consumer customers of commercial institutional purchasers.  This warranty is in lieu
of all other warranties, expressed or implied, including implied warranty of merchantability or fitness
for a particular purpose or otherwise.

Aquasurf®

Solid Surface Warranty
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Care and Maintenance

Solid Surface Care

Stainless Steel Care

Aquasurf® surfaces may be easily cleaned using conventional cleaning agents such as an ammonia
based liquid cleaner, (glass cleaner).

Dry stains on a matte finish can be removed with a 3M Scotch-Brite gray scouring pad or a mild
abrasive cleaner.

Burns or scorches can be removed by sanding with coarse grit sandpaper followed by finer grit (220)
sandpaper.  Follow sanding with a 3M Scotch-Brite gray pad (or equivalent) to match finish of sanding
area to surrounding area. A final buffing may be required on polished surfaces.  Accidental nicks or
chips can be repaired with special patch kits available in all Aquasurf® colors.

Avoid exposing Aquasurf® surfaces to strong chemicals such as acetone's; paint removers and
sulfuric acid or hydrochloric chemical cleaners.  Exposure to strong chemicals may result in perma-
nent damage to Aquasurf® surfaces.

Stainless Steels are basically alloys of iron and chromium, and are corrosion resistant.  Stainless
steel has a bright surface that is easy to clean and is free from oxides.  Therefore, cleaning of
stainless steel is relatively simple and easy if done on a regular basis.

Frequency of cleaning should depend on the rate at which the fixture becomes dirty.  Remember that
fresh (soft) deposits of all kinds are relatively easy to remove, while removing older (hard) deposits
are much more difficult.  Establish a cleaning SCHEDULE.

Routine cleaning should involve ordinary soap or detergent and water, applied with a sponge, brush
or cloth.  Baking soda, borax or any of several non-abrasive commercial cleansing agents can help
hasten the cleaning action.  After scrubbing, rinse THOROUGHLY and wipe dry.

DO NOT use common steel wool, scouring pads, scrapers, wire brushes, files or other steel tools to
clean stainless steel. Such items will scratch the surface or leave small particles of iron imbedded in
the surface, which will eventually rust and stain the surface—even appearing as if the stainless itself
was rusting.

Certain chemical compounds, if used on stainless steel, can give the appearance of rust and if
allowed to stand for long periods of time, can pit the surface of even stainless.  Products containing
hydrochloric acid, muriatic acid or potassium hydochloride can ruin the surface.
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To Install 

 NOTE:  Installation should be in accordance with accepted 
plumbing practices. Flush all piping thoroughly before installa-
tion.
1.  Locate a suitable place for the tempering valve. Valve should 

be accessible for service and adjustment and as close to the 
point-of-use as possible.

2.  Connect hot and cold water to the supply valve using 1/2” 
NPT or 3/8” compression connections.

3.  Connect outlet of tempering valve to fi xture(s) using 1/2”NPT  
or 3/8” compression connections.

4.  Turn on hot and cold water supplies. If any leaks are 
observed, tighten connections as necessary to stop leaks 
before proceeding.

5.  Turn on fi xture and allow water to fl ow for 2 minutes.
Measure water temperature at outlet. If water is not at 
desired temperature, adjust as necessary.

Specifi cations 

e480-00 .......................................................1/2" NPT (Rough Bronze)
e480-01  .................................................... 1/2" NPT (Rough Chrome)
e480-10  ...................................... 3/8"Compression (Rough Bronze)
e480-11  ..................................... 3/8"Compression (Rough Chrome)
Capacity: ................................................................. 4.0 gpm (15.0 l/m)
Approach Temperature: ..........................5°F (2.8°C) above set pt.
Max. Operating Pressure: ......................................125psi (862 kpa)
Max. Static Pressure: .............................................125psi (862 kpa)
Max. Hot Water Temperature: ....................................180°F (82°C)
Temp. Adjustment Range:
  ............................................ ASSE Type T/P:  95 – 110°F (43-48°C)
  ................................................. ASSE Type T: 80 – 120°F (27-49°C)
Minimum Flow: ........................................................ 0.5 gpm (2.2 l/m)
Checks: ......................................................................................Integral
Construction: ........................................................... Cast Brass Body
Certifi ed: ................................................................................CSA B125
Listing .....................................................ASSE 1016-1996 (Type T/P)
  .............................................................................................ASSE 1070

To Adjust Temperature 

1. Loosen locknut.
2.  Turn on fi xture and run water for at least two (2) minutes 

to allow supply temperature to stabilize.
3.  Turn temperature stem counter-clockwise for hotter or 

clockwise for colder outlet temperature.
4.  Tighten locknut to prevent accidental or unauthorized  

temperature adjustment.
5. Re-check outlet temperature. 

Repair Kit 

Motor Repair Kit ........................................................................480-270

HydroGuard® T/P Series e480

Lavatory Combination Valve

Installation Instructions

IS-P-e480

Figure 1

Figure 2: Typical Installation

Outlet

Hot Water
Inlet

Temperature 
Adjustment 
Stem

Locknut Cold Water
Inlet

Advanced Thermal Activation
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 Startup Instructions for
Infrared Sensors

 
 
START UP INSTRUCTIONS FOR INFRARED SENSORS 
 
 
THE SELF ADAPTIVE SENSOR AUTOMATICALLY ADAPTS TO THE 
SURROUNDING ENVIRONMENT WHEN 24 VOLT SUPPLY IS 
ACTIVATED.  NO MANUAL ADJUSTMENTS ARE REQUIRED. 
 
START-UP MODE WILL TAKE APPROXIMATELY   5 MINUTES  TO 
COMPLETE ITS CYCLE AND IS IMPORTANT THAT NO NON-
PERMANENT  TARGET IS PRESENT AT THIS TIME.  A 
CONTINUOUS RED LIGHT VISIBLE IN SENSOR WINDOW 
INDICATES SENSOR IS IN THE START-UP MODE.  IF THE RED 
LIGHT IS FLASHING, THIS INDICATES THE  SENSOR IS PICKING 
UP A TARGET.  UNLESS  THIS TARGET IS A PERMANENT FIXTURE 
IN THE SENSOR’S ENVIRONMENT  (I.E. A WALL OR STALL DOOR)   
IT MUST BE REMOVED FROM THE VIEW OF THE SENSOR.   WHEN 
THE START-UP CYCLE IS COMPLETED, THERE WILL BE NO LIGHT 
IN THE SENSOR WINDOW. 
 
NOTE:  IF THE 24 VOLT POWER SUPPLY IS EVER INTERRUPTED 
FOR LONGER THAN FIFTEEN SECONDS,  THE START UP MODE 
AUTOMATICALLY BEGINS WHEN POWER IS RESTORED. 
 
INCORRECT WIRING OR A SHORT IN THE 24 VOLT POWER 
SUPPLY IS INDICATED BY A CONTINUOUS WARNING SIGNAL 
SEEN IN THE SENSOR WINDOW.   THE VISIBLE RED LIGHT 
FLASHES AN SOS  SIGNAL  3  SLOW, 3 FAST, 3 SLOW FLASHES. 
 
 
 
 
 
 

 
 
 

Sloan Valve Company 
10500 Seymour Avenue  ●   Franlkin Park, IL  60131 

Phone: 800-9-VALVE-9 or 847-671-4300 
Fax:  800-447-8329 or 847-671-4380 

http://www.sloanvalve.com 



 Startup Instructions for
Infrared Sensors

 
 
 

TROUBLESHOOTING GUIDE 
 
 
 
I. Faucet does not Function (red light does not appear when user steps in front of sensor) 

A. No power to sensor. Make certain that power is on. Check transformer leads and 
connections.  Repair or replace as necessary.  

B. EL-1500-LL sensor not operating. Replace EL-1500-LL sensor.  
 
II. Faucet does not Function (red light appears when user steps in front of sensor and 

solenoid does not click)  
A. Debris in solenoid; disassemble, clean and flush.  
B. Solenoid not wired correctly check solenoid connections.  
C. Solenoid problem; replace solenoid.  

 
III. No Water when Activated (valve clicks)  

A. Make certain that water is turned on. 
B. Valve clogged; clean or replace filter.  
 

IV. Very low Flow or Slow Dribble  
A. Check supply stop(s); open if closed.  
B. Debris in filter; remove, clean and reinstall.  
C. Debris in aerator or spray head; remove, clean and reinstall. 
D. Disassemble solenoid; clean and flush.  

 
V. Continues to Run (with power on and red light flashing) 

A. Non-permanent target in range after user leaves. Remove non-permanent target. If 
this target is a new permanent target (i.e., a new wall or partition), turn off 24 volt 
power for fifteen (15) seconds. Turn power back on and let the sensor complete 
start-up mode.  

B. Sensor failure; replace sensor. 
 
VI. Continues to Run (even with power disconnected)  

A. Solenoid valve installed backwards.  
B. Debris in solenoid, won't close properly; remove operator and clean.  Reassemble 

in the same manner.  
 
 
 

If further assistance is required, please contact the Sloan Valve Company 
 

Sloan Valve Company 
10500 Seymour Avenue  ●   Franlkin Park, IL  60131 

Phone: 800-9-VALVE-9 or 847-671-4300 
Fax:  800-447-8329 or 847-671-4380 

http://www.sloanvalve.com 


