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Note:  It is not necessary to disassemble this fitting for application.  Merely insert tubing to stop and

tighten seal.

1.  Cut tubing end squarely and remove the internal burrs.

2.  Insert the tubing through the back of the nut all the way through the nut assembly to the tube stop

in the fitting body (see illustration).  If the tubing does not enter the nut easily, loosen the nut one turn

and reinsert the tubing all the way to the tube stop in the fitting body.

3.  Turn the nut hand tight.

4.  Wrench tighten the nut 1½ - 2 turns.

5.  All nuts must be retightened when the system reaches projected operating temperature.

Note:  To ensure proper assembly, tubing MUST be fully inserted into the fitting body all the way to

the tube stop.

Note:  Squeaking sound when tightening nut is normal.  For pipe threaded connections, Teflon tape

must be used.

JACO Fitting

Instructions
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Thermostatic Mixing Valve

© Rev. 5/2010

To Install 

 NOTE:  Installation should be in accordance with accepted 
plumbing practices. Flush all piping thoroughly before installa-
tion.

1.  Locate a suitable place for the tempering valve. Valve should 
be accessible for service and adjustment and as close to the 
point-of-use as possible.

2.  Connect hot and cold water to the supply valve using 1/2” 
NPT or 3/8” compression connections.

3.  Connect outlet of tempering valve to fi xture(s) using 1/2”NPT  
or 3/8” compression connections.

4.  Turn on hot and cold water supplies. If any leaks are 
observed, tighten connections as necessary to stop leaks 
before proceeding.

5.  Turn on fi xture and allow water to fl ow for 2 minutes.
Measure water temperature at outlet. If water is not at 
desired temperature, adjust as necessary.

Specifi cations 

e480-00 .......................................................1/2" NPT (Rough Bronze)

e480-01  .................................................... 1/2" NPT (Rough Chrome)

e480-10  ...................................... 3/8"Compression (Rough Bronze)

e480-11  ..................................... 3/8"Compression (Rough Chrome)

Capacity: ................................................................. 4.0 gpm (15.0 l/m)

Approach Temperature: ..........................5°F (2.8°C) above set pt.

Max. Operating Pressure: ......................................125psi (862 kpa)

Max. Static Pressure: .............................................125psi (862 kpa)

Max. Hot Water Temperature: ....................................180°F (82°C)

Temp. Adjustment Range:

  ............................................ ASSE Type T/P:  95 – 110°F (43-48°C)

  ................................................. ASSE Type T: 80 – 120°F (27-49°C)

Minimum Flow: ........................................................ 0.5 gpm (2.2 l/m)

Checks: ......................................................................................Integral

Construction: ........................................................... Cast Brass Body

Certifi ed: ................................................................................CSA B125

Listing .....................................................ASSE 1016-1996 (Type T/P)

  .............................................................................................ASSE 1070

To Adjust Temperature 

1. Loosen locknut.

2.  Turn on fi xture and run water for at least two (2) minutes 
to allow supply temperature to stabilize.

3.  Turn temperature stem counter-clockwise for hotter or 
clockwise for colder outlet temperature.

4.  Tighten locknut to prevent accidental or unauthorized  
temperature adjustment.

5. Re-check outlet temperature. 

Repair Kit 

Motor Repair Kit ........................................................................480-270

HydroGuard® T/P Series e480
Lavatory Combination Valve

Installation Instructions

IS-P-e480

Figure 1

Figure 2: Typical Installation
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Advanced Thermal Activation
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Care and Maintenance

Solid Surface Care

Stainless Steel Care

Aquasurf® surfaces may be easily cleaned using conventional cleaning agents such as an ammonia
based liquid cleaner, (glass cleaner).

Dry stains on a matte finish can be removed with a 3M Scotch-Brite gray scouring pad or a mild
abrasive cleaner.

Burns or scorches can be removed by sanding with coarse grit sandpaper followed by finer grit (220)
sandpaper.  Follow sanding with a 3M Scotch-Brite gray pad (or equivalent) to match finish of sanding
area to surrounding area. A final buffing may be required on polished surfaces.  Accidental nicks or
chips can be repaired with special patch kits available in all Aquasurf® colors.

Avoid exposing Aquasurf® surfaces to strong chemicals such as acetone's; paint removers and
sulfuric acid or hydrochloric chemical cleaners.  Exposure to strong chemicals may result in perma-
nent damage to Aquasurf® surfaces.

Stainless Steels are basically alloys of iron and chromium, and are corrosion resistant.  Stainless
steel has a bright surface that is easy to clean and is free from oxides.  Therefore, cleaning of
stainless steel is relatively simple and easy if done on a regular basis.

Frequency of cleaning should depend on the rate at which the fixture becomes dirty.  Remember that
fresh (soft) deposits of all kinds are relatively easy to remove, while removing older (hard) deposits
are much more difficult.  Establish a cleaning SCHEDULE.

Routine cleaning should involve ordinary soap or detergent and water, applied with a sponge, brush
or cloth.  Baking soda, borax or any of several non-abrasive commercial cleansing agents can help
hasten the cleaning action.  After scrubbing, rinse THOROUGHLY and wipe dry.

DO NOT use common steel wool, scouring pads, scrapers, wire brushes, files or other steel tools to
clean stainless steel. Such items will scratch the surface or leave small particles of iron imbedded in
the surface, which will eventually rust and stain the surface—even appearing as if the stainless itself
was rusting.

Certain chemical compounds, if used on stainless steel, can give the appearance of rust and if
allowed to stand for long periods of time, can pit the surface of even stainless.  Products containing
hydrochloric acid, muriatic acid or potassium hydochloride can ruin the surface.
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Aquasurf® Solid Surface Products are a homogeneous blend of resins, mineral filler and colorant
manufactured for panels, molded and/or shaped products and components.  Aquasurf® Solid Surface
products provide a luxurious appearance with the durability of stain proof, impact  resistant, burn
resistant material with ease of  maintenance and cleaning.

Willoughby Industries, Inc. warrants to commercial and institutional purchasers only that each unit will
be free from defects in workmanship and materials under normal use and service upon the following
terms and conditions.  The period during which Aquasurf® components are warranted as follows:

1. Aquasurf® solid surface components are warranted for 2 years from date of shipment.

2. All other components warranted for 1 year from date of shipment.

This warranty does not cover installation or any other labor charges and does not apply to any com-
ponents damaged by accident, abuse, improper installation or improper maintenance.  This warranty
does not cover any installation that did not comply with national, state and local building, plumbing, or
electrical codes.  The warranty is limited to replacing or repairing at Willoughbys option, transporta-
tion charges prepaid by the purchaser, any Aquasurf® component or part which upon our inspection
shall be deemed as defective within the limitations of this warranty.  The replacement or repair of
defective units as stated in this warranty shall constitute the sole remedy of the purchaser and the
sole liability of Willoughby Industries, Inc.  Willoughby Industries, Inc. shall not otherwise be liable
under any indirect damages caused by defects in the repair or replacement thereof.

This warranty only extends to commercial and institutional purchasers and does not extend to any
others, including consumer customers of commercial institutional purchasers.  This warranty is in lieu
of all other warranties, expressed or implied, including implied warranty of merchantability or fitness
for a particular purpose or otherwise.

Aquasurf®Solid Surface Warranty
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