Willoughby Industries - Security Products

WILLOUGHBY

TOILET WASTE LOCATION
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TOILET WASTE

THE TOILET WASTE
EXTENSION EXTENDS
A 3" O.D. STAINLESS
STEEL WASTE TUBE
OUT THE BACK OF THE
FIXTURE ALLOWING
FOR A NO-HUB TYPE
CONNECTION.
SPECIAL NO-HUB
COUPLING IS INCLUDED.
SPECIFY CONNECTING
PIPE SIZE AND TYPE.

TOILET WASTE
CONNECTION, SUPPLIED
COMPLETE W/ 5 1/4"
NEOPRENE GASKET
FLANGE, ALL THREAD
RODS, YOKE ASSEMBLY,

3" CAST IRON NO-HUB TEST|
TEE AND BAND COUPLING
FOR 3" OR 4" PIPE (SPECIFY]
PIPE SIZE & WALL

THICKNESS)
"TWE" TOILET WASTE "TW1" NO-HUB WASTE
EXTENSION W/ CLEAN-OUT
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Willoughby Industries - Security Products

WILLOUGHBY

TOILET WASTE (CONT.)

TOILET WASTE
CONNECTION, SUPPLIED
COMPLETE WITH 5 1/4"
NEOPRENE GASKET
FLANGE, ALL THREAD
ROD, YOKE ASSEMBLY
AND NO-HUB BAND
COUPLING FOR 3" OR 4"
PIPE (SPECIFY PIPE
SIZE AND WALL
THICKNESS).

TOILET WASTE
CONNECTION SUPPLIED
COMPLETE WITH 3"
CAST IRON NO-HUB
TEST TEE AND SPECIAL
NO-HUB COUPLING.

USE WITH TWE OPTION.

"TW2" NO-HUB WASTE
W/O CLEAN-OUT

"TW3" NO-HUB WASTE
W/ CLEAN OUT

TOILET WASTE CONNECTION, SUPPLIED
COMPLETE WITH 5 1/4" NEOPRENE GASKET,
5/16" ANCHOR STUDS AND 4" X 4" FLOOR
FLANGE.

THE PINNED CLEAN-OUT IS USED TO STOP
LARGE OBJECTS FROM ENTERING THE
BUILDINGS MAIN WASTE SYSTEM. 3" PVC
CLEAN-OUT PLUG IS STANDARD. BRASS
CLEAN-OUT PLUGS ARE AVAILABLE UPON
REQUEST.

"TW4" FLOOR OUTLET
WASTE CONNECTION

OPTIONS

"PC" PINNED CLEAN-OUT

THE TOILET OVERFLOW PREVENTER IS
RECOMMENDED FOR FACILITIES WITH
HIGH VANDALISM AND IS NORMALLY USED
IN CONJUNCTION WITH A BACK SUPPLY
TOILET OR COMBINATION UNIT WHERE AN
ACCESSIBLE PIPE CHASE IS PROVIDED.

(OVERFLOW PREVENTER REQUIRES THE
USE OF A HYDRAULIC FLUSH VALVE).

ELONGATED PLASTIC SEAT

IS OF SANITARY, OPEN FRONT
DESIGN, NOT RECOMMENDED
IN MAXIMUM SECURITY AREAS
(AVAILABLE IN BLACK OR WHITE,
SPECIFY COLOR)

"T4" TOP FOUR OVERFLOW PREVENTER
(REQUIRES HYDRAULIC FLUSH VALVE)

"HS" HINGED PLASTIC
SEAT

/—\ TOILET SEAT TOP IS POLISHED TO
A #7 MIRROR FINISH.

A

T

CONSTRUCTED OF 18 GAUGE
GALVANIZED STEEL.

METAL WALL TEMPLATES PROVIDE
FOR FIXTURE ROUGH-IN CUT-OUTS IN
A STEEL WALL. THE TEMPLATE HAS
INTEGRAL LAYOUT PATTERNS FOR
CUTTING OR DRILLING WALL
OPENINGS.

"HPS" HIGH POLISH SEAT

"MT" WALL TEMPLATE
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