





Wllloughby Industries - Commercial Ware

Column Shower Options

WILLOUGHBY

BASE MODEL NUMBER

"CWCSX" COLUMN SHOWER

NUMBER OF STATIONS

"CWCSY" COLUMN SHOWER
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4 INDICATES THE NUMBER ONE SHOWER STATION. ACCESS OPENING AND IDENTIFICATION NOTCH ON DRAIN
ARE LOCATED ON THE VERTICAL CENTERLINE OF THE NUMBER ONE STATION. COUNT CLOCKWISE TO
IDENTIFY OTHER STATIONS.
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Column Shower Options Cont.

WILLOUGHBY

5. SHOWER HEAD OPTIONS

SHOWERHEAD IS FIXED TYPE,
CONSTRUCTED ENTIRELY OF STAINLESS
STEEL, MOUNTED FROM THE REAR WITH
NO VISIBLE FASTENERS OR REMOVABLE
PARTS, AND SHALL HAVE A 30 DEGREE
ADJUSTABLE ANGLE OF SPRAY. THE HEAD
SHALL HAVE 3/8" FIP THREADS ON THE
INLET. THE ENTIRE UNIT IS TAPERED TO
PREVENT USE AS A SUICIDE DEVICE. USER
CAN ADJUST THE SPRAY PATTERN.

SHOWERHEAD IS FIXED TYPE,
CONSTRUCTED ENTIRELY OF STAINLESS
STEEL, MOUNTED FROM THE REAR WITH
NO VISIBLE FASTENERS CR REMOVABLE
PARTS, AND SHALL HAVE A 30 DEGREE
ANGLE OF SPRAY. THE HEAD SHALL HAVE
3/8" FIP THREADS ON THE INLET. THE
ENTIRE UNIT IS TAPERED TO PREVENT
USE AS A SUICIDE DEVICE. USER CANNOT
ADJUST THE SPRAY PATTERN.

"APS" ADJUSTABLE
PENAL SHOWER HEAD

"NPS" NON-ADJUSTABLE
PENAL SHOWER HEAD

SHOWERHEAD IS CONSTRUCTED FROM
CHROME-PLATED BRASS, MOUNTED FROM
THE REAR WITH NO VISIBLE FASTENERS
OR REMOVABLE PARTS. THE HEAD SHALL
HAVE 3/8" FIP THREADS ON THE INLET.
THIS UNIT ALLOWS THE USER TO MOVE
THE SHOWERHEAD IN ALL DIRECTIONS.

SHOWERHEAD IS CONSTRUCTED FROM
CHROME-PLATED BRASS, MOUNTED FROM
THE REAR WITH NO VISIBLE FASTENERS

OR REMOVABLE PARTS. THE HEAD SHALL
HAVE 3/8" FIP THREADS ON THE INLET.
THIS UNIT ALLOWS THE USER TO MOVE
THE SHOWERHEAD ONLY UP AND DOWN,
NOT SIDE TO SIDE..

"UBJ" UNIVERSAL
BALL JOINT SHOWER HEAD

"UDBJ" UP DOWN
BALL JOINT SHOWER HEAD

SHOWERHEAD IS CONSTRUCTED FROM
CHROME-PLATED BRASS, MOUNTED FROM
THE REAR WITH NO VISIBLE FASTENERS
OR REMOVABLE PARTS. THE HEAD SHALL
HAVE 3/8" FIP THREADS ON THE INLET.
THIS UNIT ALLOWS FOR LOCKING THE
SHOWERHEAD IN A MULTITUDE OF
DESIRED POSITIONS WITH A SET SCREW.

G

FLEXSHOWER CONSISTS OF ELBOW,
VACUUM BREAKER, QUICK DISCONNECT,
60" LONG STAINLESS FLEXHOSE, SWIVEL
CONNECTOR, FIXED SPRAY HAND HELD
SHOWERHEAD AND WALL MOUNT
BRACKET.

"LBJ" LOCKABLE
BALL JOINT SHOWER HEAD

6. SUPPLY AND DRAIN TYPE

"FX" FLEXSHOWER

"A" SUPPLIES BELOW /
VENT OFF LINE

"B" SUPPLIES ABOVE /
VENT THRU COLUMN

"C" SUPPLIES BELOW /
VENT THRU COLUMN
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SUPPLY AND DRAIN TYPE (CONT.)

"D" SUPPLIES ABOVE /
VENT OFF LINE

OPTIONS

HH\\ INCLUDES
; ; DIVERTER
VALVE ,
Pl 8 ||< ELBOW,
VACUUM
BREAKER,
QUICK
DISCONNECT,
60" LONG
STAINLESS
FLEXHOSE,
SWIVEL
CONNECTOR,
FIXED SPRAY "CA" CEILING ANCHOR PLATE "CD" CIRCULAR SOAP TRAY
HAND HELD FOR SUPPLY COVER
Eﬂ SHOWERHEAD ANCHORING HARDWARE
B

AND WALL
MOUNT BY OTHERS

BRACKET.

"BF" BARRIER FREE STATION
("CWCSY" ONLY)

"FS" FOOT SHOWER "GB" GRAB BAR
AT ONE STATION (SPECIFY DIMENSIONS)

@

\ BRACKET MOUNTED
AT 72" A.F.F.

BRACKET MOUNTED
AT 48" A.F.F.

"GX" INDIVIDUAL CHECKSTOPS "HL" HI-LO (2 MOUNTING "RD" RECESSED SOAP DISH
BRACKETS FOR FLEXSHOWER) ("CWCSY" ONLY)
("CWCSY" ONLY)
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Willoughby Industries - Commercial Ware

Column Shower Options Cont. WILLOUGHBY

OPTIONS (CONT.)

"SD" SURFACE MOUNTED "TC" THERMOSTATIC "TSH" TELESCOPING PIPE
SOAP DISH CONTROLLER FOR SHROUD (SPECIFY CEILING
("CWCSY" ONLY) NON-TEMPERATURE HEIGHT)

COMPENSATING VALVES

PROVIDES A
BALL VALVE
FOR
SHUT-OFF

"USV" UNIT SHUT-OFF VALVE
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